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              Qualification Requirement for Sub-Vendor 

1.02 GENERATOR CIRCUIT BREAKER (GCB) 
The sub-vendor should have designed, manufactured, tested, supplied, erected & 
commissioned/supervised erection and commissioning of at least two numbers of 
Generator circuit breakers (Air blast or Sulphur Hexafluoride) which are in successful 
operation for at least two (2) years, of following or higher rating and should have been 
commissioned during the last 10 years from the date of techno-commercial bid opening: 

a) 24KV, 19000 Amperes,  
 

b) 137KA for 1 second short time. current carrying capability,  
 
c) 381 KA peak making and latching capability and 
 
d) 137 KA symmetrical RMS short circuit interrupting capability.  

 
The type (Air Blast or Sulphur Hexafluoride) and rating of breaker offered should also 
have been successfully type tested as on date of techno-commercial bid opening.     

                        

1.03 LT OUTDOOR TRANSFORMERS 
Sub-vendor should have manufactured & supplied at least two numbers (one each at 
two different installations) of 16 MVA, 11KV or higher rating oil filled transformers 
which must be in successful operation for a period of at least two (2) years and should 
have been commissioned during the last 10 years from the date of techno-commercial 
bid opening.  

Sub-vendor should have his own facilities for conducting all routine and type tests as per 
IS: 2026 (except short circuit test).                                                                                                         

16 MVA, 11 KV or higher rated oil filled transformer manufactured by sub-vendor should 
have been successfully short circuit tested as on date of techno-commercial bid opening. 
 

1.06 LT CONTROL CABLES 
Sub-vendor should have manufactured and supplied as on date of techno-commercial 
bid opening the following: 

a) At least 300 km of PVC insulated, PVC sheathed stranded copper conductor 1.1kV  
grade cables in one single contract                                                                                                                   
 b) At least one (1) km of Flame retardant low smoke cables.  
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1.07  LT POWER CABLES  
Sub-vendor should have manufactured and supplied as on date of techno-commercial  
bid opening the following:  

a) At least 100 km of aluminium conductor, XLPE insulated, PVC sheathed power cables 
of 1.1 kV or higher grade in one single contract  

(b) At least 100 km of aluminium conductor, PVC insulated, PVC sheathed power cables 
of 1.1 kV or higher grade in one single contract  

(c) At least one (1) km of flame retardant low smoke cables 

(d) 1.1 kV or higher grade power cable of minimum 630sq.mm. Conductor  size.  

1.08 HT CABLES  
Sub-vendor should have manufactured and supplied following cables, as on date of 
techno-commercial bid opening 

(a) At least 50kms of XLPE insulated power cables of 6.35/11 KV or higher voltage grade, 
executed in one or more orders.  

(b) At least one (1) Km of flame retardant low smoke cables of any voltage level.  

1.12 TYPE-A FIRE PROOF CABLE PENETRATION SEALING SYSTEM 
Sub-vendor should have supplied and installed at least 65sq.m of silicon foam type (in 
case sub-vendor offers silicon foam type) or at least 65sq.m of individual block type (in 
case sub-vendor offers individual block type) fire proof cable penetration sealing system 
in a single contract as on date of techno-commercial bid opening 
 

1.13 TYPE-B FIRE PROOF CABLE PENETRATION SEALING SYSTEM 
Sub-vendor should have supplied and installed at least 360sq.m of offered type of fire 
proof cable penetration sealing system in a single contract as on the date of techno-
commercial bid opening.  


